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OPTIONAL ACCESSORIES:

8 3 5 5 W 

L I G H T- D U T Y  C O M M E R C I A L

 D O O R  O P E R A T O R

BUILT-IN SECURITY+® RECEIVER ALLOWS YOU TO LEARN/PROGRAM UP 

TO (8 )  L IFTMASTER ® 315 MHz REMOTE CONTROLS AND (1 )  WIRELESS 

KEYPAD (KPW250) .

MANUAL RELEASE WITH AUTO-RECONNECT TROLLEY MANUAL 

RELEASE IN  CASE OF POWER FA ILURE. WHEN POWER IS  RESTORED, A 

PUSH OF THE BUTTON AUTOMATICALLY RECONNECTS THE DOOR AND 

OPERATOR.

INHERENT ENTRAPMENT PROTECTION AUTOMATICALLY REVERSES 

DOOR IF  OBSTR UCTED WHEN GOING UP.

PROVEN PERFORMANCE

RELIABLE
HIGH-STARTING TORQUE MOTOR  WITH OVERLOAD PROTECTION.

WARRANTY 1 YEAR.

CEILING MOUNT   
fo r  S tandard  L i f t

Sect iona l  Doors

P R O D U C T  G U I D E  A T S 2 1 1 3 X

L I G H T- D U T Y  C O M M E R C I A L  O P E R A T O R

POWERFUL ADD-ONS: 

L i f tMaster  o f fe rs  accessor y  so lu t ions  fo r  any  commerc ia l  app l ica t ion . 

V iew the  fu l l  p roduct  l ineup a t  L i f tMaster.com
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SECTIONAL DOORS 

Idea l  fo r  Res ident ia l  o r 

Commerc ia l  Doors  wi th 

L ight-Duty  Cycle  Requ i rements

T R O L L E Y  ( A T S )

THE PROTECTOR SYSTEM® AUTO-REVERSES THE DOOR IF  AN

ENTRAPMENT PROTECTION DEVICE DETECTS AN OBSTR UCTION.

SAFE AND SECURE

UL 325 REQUIRES ALL COMMERCIAL DOOR OPERATORS TO BE E ITHER CONSTANT PRESSURE 

TO CLOSE OR BE EQUIPPED WITH A PRIMARY EXTERNAL MONITORED ENTRAPMENT DEVICE.

REMOTE CONTROLS 

Program one or up to three LiftMaster 

operators. With Security+ Rolling Code 

Technology 315 MHz, users are assured 

of a new code with every use.

 WIRELESS KEYPAD  

NEMA 4X (water protection requirements) 

sealed electronics for reliable outdoor use.

LIGHT LENS COVER    

Protects the light bulb 

and diffuses light.

 CENTER SUPPORT BRACKET 

FOR 14 FT. RAIL  

Provides additional rail support. Standard 

with 14’ rail, optional for all other door sizes. 
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 WIRELESS KEYPAD  

Programmable to Security+ Technology, 

this keypad provides convenient, 

secure access with a 4-digit PIN.

8
7

7
M

A
X

 WIRELESS CONTROL PANEL

Wirelessly opens and closes the door 

from a secondary location.
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SQUARE

FEET

Fiberg lass

24 GA.

22 GA.

Stee l

20 GA.

Stee l

16 GA.

Stee l

A luminum

Doors

Wood

Doors

24 GA.

Stee l

Insu lated

20 GA.

Stee l

Insu lated

16 GA.

Stee l

Insu lated

         250                   210           180                      120               80

- -

--

- -

STANDARD 

SECTIONAL

MAXIMUM DOOR AREA (SQ. FT. )

NOTE:  ON STEEL-INSULATED DOORS, A 24 GA. BACK PANEL IS ASSUMED.

M A S T E R F U L  E N G I N E E R I N G .

© 2018 LiftMaster All Rights Reserved

300 Windsor Drive, Oak Brook, IL 60523

LiftMaster.com

Wi-Fi® is a registered trademark of Wi-Fi Alliance

UL® and the UL logo are trademarks of UL LLC © 2018 All Rights Reserved. 
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MOTOR

COMMERCIAL-GRADE DESIGN

A T S

L IGHT-DUTY  

TROLLEY OPERATOR

L I G H T - D U T Y  A P P L I C A T I O N S .

The ATS2113X is  fo r  app l ica t ions  us ing  smal le r, l igh ter
sect iona l  commerc ia l  doors  requ i r ing  25 cycles  or  fewer  per  day.
Th is  opera tor  i s  idea l  fo r : 

 - Dock doors 

 - Smal l  warehouses

 - Smal l  businesses

 - Outbui ld ings 

 - 1 /2  HP, 120V S ing le-Phase Motor 

 - Ins tant  Reverse

 - Automat ic  Reset  Thermal  Over load

 - Duty  Cycle :  Maximum 8 Cycles  per  Hour ;  Less  than 

25 Cycles  per  Day

 - Industr ia l-Strength Heavy-Duty  S tee l  “ I -Beam” Conf igura t ion 

fo r  Increased R ig id i ty  fo r  8 ’ , 10 ’ , 12 ’  and 14’  Door  He ights 

 - #48 Chain Dr ive

 - Meets  Requ i rements  fo r  Res ident ia l  o r  L ight-Duty 

     Commerc ia l  Doors

 - Door  Speed:  Approx imate ly  8-9  Inches  per  Second

 - Maxiumum Door  Height :  14 Feet 

CARTON
CARTON DIMENSIONS 20.0"L x 11.75" x 9.625"W

 - Commerc ia l  Door  Opera tor  (ATS2113X)

 - #48 Cha in  Ra i l  (Separa te  Car ton )

 - S ing le  Push-But ton  Cont ro l  S ta t ion  (75LM)

 - The Pro tec tor  Sys tem ® Sa fe ty  

Revers ing  Sensors 

S H I P P I N G .

SHIPPING WEIGHT 
( in  lbs . )

CARTON

27

MOUNTING DIMENSIONS

A

9"

MIN. CLEARANCE OF 2"
FROM HIGH ARC OF DOOR
TO BOTTOM OF TRACK

Door Height

Door Height + 3'-9"

12'

Door Height + 3'-3"

10'

Door Height + 3'-3"

8'

A - Dimension

10"
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Door Height + 3'-9"

14'

S T A N D A R D  S P E C S .

BUILT-IN 315 MHz RECEIVER 

 - 315 MHz rad io  rece iver  i s  in tegra l  to  the  L ight-Duty 

Log ic  board

 - Accommodates  up to  (8 )  L i f tMaster ® Secur i ty+ ® 

remote  cont ro ls  and (1 )  Secur i ty+  Wire less  Keypad

*L ight  Lens  Cover  i s  opt iona l  and must  be  purchased

separa te ly  (K108D0036-2)


